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Rank       Standards Cited No.

1 1910.23 This section applies to guarding floor and wall 225

1926.501-503 openings and requirements for the protection of

floor openings.  Railings, toe boards, and cover

specifications are included.  Training requirements

are also included.

2 1926.451-454 Scaffold requirements for various types of scaffolds 172

were not met.

3 1910.134 Respiratory protection was not provided for 74

employees in the workplace.

4 60-2 Safe work places and practices were not provided. 40

110-2 Standards for an Occupational Safety and Health

Program were not met.

5 1910.1200 Employers did not provide their employees with 33
information and training on hazardous chemicals in

their work area at the time of the employees' assignment

to the work area, and whenever a new hazard was

introduced into their work area.

6 1910.213 Woodworking tools and machinery requirements 32

1926.304 were not met.

7 1910.304(f) The path to ground from circuits, equipment, and 31

1926.404(f) enclosures was not permanent and continuous.  Included
were missing ground pins and broken ground wires.

8 1910.242-244 All hand and power tools and similar equipment were 29

1926.300-305 not maintained in a safe condition and were not 

equipped with guards.

9 1910.215 Machine guarding requirements for abrasive wheel 28

machinery were not met.

10 1910.253 This section covers requirements for the use of 27
flammable mixtures of fuel gases and air or oxygen 

in fuel gas welding and cutting.
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11 1910.305(b) Conductors entering boxes, cabinets, or fittings were 23

not protected from abrasion, and openings through

which conductors entered were not effectively closed.

All pull boxes, junction boxes, and fittings were not

provided with covers approved for the purpose.

12 1910.305(g) Flexible cords were used as a substitute for fixed 18

wiring where not permitted.  Flexible cords were not

connected to devices and fittings so that strain relief

was provided, which would have prevented pull from

being transmitted to joints.

12 1910.178 This section applies to the requirements for powered 18

industrial trucks and material moving equipment.

12 1910.22 Places of employment, passageways, and storerooms 18

were not kept clean and orderly and in a sanitary 

condition.

13 1910.157 The requirements of these sections apply to portable 17

1910.159 fire extingiushers, automatic sprinkler systems,

1910.160 and fixed extinguishing systems.

13 1910.1030 This section applies to all occupational exposure to 17

blood or other potentially infectious materials.

13 1926.1053 This section requirements apply to all ladders as 17

indicated, including job-made ladders.

14 1910.303 Electrical equipment was not free from recognized 16

1926.403 hazards that were likely to cause death or serious

physical harm to employees.

15 1910.212 Employers did not provide one or more methods of 12
machine guarding to protect the operator and other

employees in the machine area from hazards.
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